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THANE DAT CONSTRUCTION JSC

THANH DAT CONSTRUCTION: ddit fry s& chinh

tai Quy Nhon - Binh Binh, nai ¢o vij tri kinh t&

quan trong frong viéc gioo Iuu vi cde qudce gia
3 khu vyc v quéce 18, ndm & trung diém

clia tryc giao théng dudng sat va dudng bd

BA3c - Nam Viét Nam, dong thdi Iar clia ngd ra
bién doéng gdn nhét vér thudin I nhéit

clia téy nguyén, nam I&o, déng bdc Campuchia
va Bong bdc Théi Lan théng qua qudc 16 19

v&l cdng bién quéc t& Quy Nhan

THANH LAP NAM 2014:

Coéng ty ¢d phdin xay dung val co khi Thanh Bat

v3i try s& chinh dat tai dia chi 19 Lé Héng Phong,

TP. Quy Nhan va mét phdn xudng san xudt rong
1000m fai khu céng nghiép, Vo Thi Sau, TP. Quy Nhon
Thanh Bat construction - mét frong nhing nhiéu
cong ty thude tép dodn ddu tu Chau A

Asia Investment Group.

Contact Detail

Telephone: 0563 813384

Fox: 0563 813384

Tax: 4101425849
Email:thanhdat@contruction.vn
Welbsite:www.thanhdatcontruction.com

Sale online:adtechasia.sg

Postal Address

19 Le Hong Phong - Quy Nhon - Binh Dinh

Director

Name:

Mobile:

Nguyen Phan Thoi The
0986 69 69 66

Email address: minhthe@asiomedia.vn

NHA PHAN PHOI CHINH THUC BOGC QUYEN TAI VIET NAM
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®y Company strength

Certificates

The company has obtained 13 patents and 20 utility model patents, and has
received multiple certificate honors.
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Certificates

Deye #g°
Our inverters have received multiple certificate, such as UL, CE,IEC,VDE, and so on.
Meet the policy requirements of many countries.




Cells Testing EL Testing

Semi-Finished Products
Testing the efficiency of EL Testing
solar cells Finished Products EL
Testing
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IV-Flash Testing

IV cure
Power Testing

@ 156.75*156.75mm
120Cells Power Range:
Mono: 270w~320w
Poly: 260w~305w
144Cells Power Range:
Mono: 330w~390w
Poly: 310w~370w

4 158.75*158.75mm
120Cells Power Range:
Mono: 325w~340w
Poly: 310w~320w
144Cells Power Range:
Mono: 395w~410w
Poly: 375w~385w

4 166*166mm
120Cells Power Range:
Mono: 350w~370w
144Cells Power Range:
420w~440w
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POWER RANGE

420W~460W

CELL FEATURE e = : 390W~420W

166*83, 23.31%

158.75*79.38, 23.15%

FRAME

Strong mechanical load
resistance up to 5400 Pa
Anodic oxidation layer resistant
to chemical corrosion
Available in silver and black

/TR
O (€ O o
Strong mechanical load
" resistance up to 5400 Pa 5BB
Anodic oxidation layer resistant
- IEC61215 / - IEC61730

to chemical corrosion
Available in silver and black Higher power output
Resistance decreases and fill factor increases, then out put power increases by

5-10 watts

WARRANTY

Longer life span

Hot spot effect is reduced and modules life span is extended.

'WN@ mﬁﬁa & (@
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Better durability

Perform excellently in low irradiance and other severe environment, such as
salt mist, ammonia, sand blowing, etc. conditio

Peak Power(Pmax)

Maximum Power Voltage(Vmp) 41.80

Maximum Power Current(Imp) 11.01

Open Circuit Voltage(Voc) 50.70

11.63

PID Resistant

Short Circuit Current(Isc) Perfect resistance against PID (Potentialinduced Degradation) to secure your

JUNCTION BOX ﬁ

S — High waterproof ratin
High waterproof rating L= ‘ Prgtection Segree' IP27
Protection Degree: IP67 (:Qa . Safety Class: Class. I
Safety Class: Class Il TUVNORD TOVRhei @ = — Rated VGltag'e' 1500V
Rated Voltage: 1500V UVRheinland i -

Cells Efficiency( % ) 2331 investment.
Module Efficiency( % ) 20.71
* STC: irradiance 1000 W/m*, AM 1.5, and cell temperature of 25° C
Wwww.austagroup.com
8506 - AUSTA ENERGY, established in 2009, is a high-tech enterprise specializing in R&D, production and
sales of photovoltaic products, such as solar modules, silicon rods, cells, etc., as well as the in-
0% 1 Il Il Il vestment and operation of solar power plant. The capacity of solar modules can reach 1 GW a year.

5 12 15 20 301vEARS) Located in Ningbo, AUSTA has a sound market network over Europe, America, Asia, Oceania and

Afica. The subordinate branches and representative offices are located in more than 10 countries

Guarantee on product materail and workmanship including Germany, Denmark, Bangladesh, Burma, India, etc.

. Linear Power output warranty AUSTA contributes to a cleaner aryd greener environment by helping people use altgrnauve energy,
YEARS which hopefully can lead to a brighter and more prosperous future for human being .



AU-120HCLM /lusta
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POWER RANGE

Model ‘ MH-30 ‘ A

Cells Efficiency( % )

CELL FEATURE

166*83, 23.71%

* STC: irradiance 1000 W/m?, AM 1.5, and cell temperature of 25° C

ELECTRICAL DATA (NOCT

AU350

‘ MH-30 MH-30

‘ AU380

Peak Power(Pmax)

JUNCTION BOX Maximum Power Voltage(Vmp) 3223
High waterproof rating Maximum Power Current(Imp) 9.00
Protection Degree: IP67

Safety Class: Class Il Open Circuit Voltage(Voc) 39.45
Rated Voltage: 1500V Short Circuit Current(isc) 955

@round hola(@472) |4

* NOCT: irradiance 800 W/m?, AM 1.5, ambient temperature 20° C, wind speed 1 m/s

FRAME
Strong mechanical load el ol 14) |1
resistance up to 5400 Pa 5BB Inetall hola(e*14) ||

Anodic oxidation layer resistant
to chemical corrosion

Available in silver and black Higher power output
V Resistance decreases and fill factor increases, then out put power increases by

5-10 watts Maximum System Voltage(V) 1500
LIFICATIONS AND CERTIFICATES Maximum Series Fuse Rating(A) 20

Longer life span Power Tolerance 0~+3 %
q éé = Hot spot effect is reduced and modules life span is extended. Pmax Temperature Coefficients(W/°C ) 0370 %
TUVNORD o (3') ; “ Voc Temperature Coefficients(V/°C) -0.286 %
TUVRheinland enn
Better durability Isc Temperature Coefficients(A/°C) +0.057 %
o c € @ ISO \« perform excellently in low irradiance and other severe environment, such as NOCT Nominal Operating Cell Temperature("C ) 45%2
-4 / salt mist, ammonia, sand blowing, etc. conditio % Operating and Storage Temperature(°C ) -40 ~ +85
TEC61215 / - TEC61730 eomwecsmsrersmes
@ Perfect resistance against PID (Potentialinduced Degradation) to secure your Cell Type 166x83 Mono
investment.

WARRANTY % 26 25 3o Y No. of Cells 120(12x10)
Voltage(v) Dimensions 1776*1050*35

1000 W/ B 800 W/me I 600 W/

13?;/: W s00w/me 200 W/ Weight 20.0kg
AU STA E N E RGY Front Glass 3.2mm high transmission, low iron, tempered glass
90% Wwww.austagroup.com . Frame Anodized Aluminium Alloy
- ) ) Junction box 1P68 3 diodes
85% | AUSTA ENERGY, established in 2009, is a high-tech enterprise specializing in R&D, production and g Output cables 4mm2 cable 90cm+mc4
sales of photovoltaic products, such as solar modules, silicon rods, cells, etc., as well as the in- s .
0% 1 1 1 1 vestment and operation of solar power plant. The capacity of solar modules can reach 1 GW a year. 5 MaxWind Load/Snow Load 2400Pa/5400Pa
5 2 5 20 30neres) Located in Ningbo, AUSTA has a sound market network over Europe, America, Asia, Oceania and
1 2 . . Afica. The subordinate branches and representative offices are located in more than 10 countries
Guarantee on product materail and workmanship including Germany, Denmark, Bangladesh, Burma, India, etc.
Linear Power output warrant AUSTA contributes to a cleaner and greener environment by helping people use alternative energy, — 20FT container 6 Packages/ 180pcs
P! 4 which hopefully can lead to a brighter and more prosperous future for human being . 5 10 18 20 25 50 55 40 a5 50 40HQ containe 26 Packages/780PCS

Voltage(v)
msc m2sc masc Eesc



CONG TRINH TIEU BIEU

“.' # # Location:
o Spain,Sevilla region ey, ereils rEam

#ﬁ j 4 Construction date: 2019 k # Commission date: ?

L 2018

- I' @ Area: 2684 M2 ) # Area: 6997 m2
‘ : e P it
_ 4 Power capacity (KWp): 332 . (nm:r’;a;au y
m—, W

=

4 Location:
Ukraine, Kyiv region

4 Construction date:
2018

@ Area:2,9 ha

@ Power capacity
(MWp): 2.04

@ Location:
Taizhou China

il & Commission date:
2018

| & Area:15ha

# Commission date:
2019

# Power capacity ' e : £ = , * Area:1700 2 ) * Area: 21
(MWp): 10.77 O

# Power capacity (KWp): 223 (KWp)
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SUN-3.6/5K-SG01/03LP1-EU
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__ SOLAR PANEL

Single Phase
SUN-1/2/3K-G
SUN-3.6/5/6K-G
SUN-7.5/8K-G

Three Phase

SUN-5/6/7/8/10K-G03
SUN- 12/15/ 18 K-G03

SUN- 20/ 25 K-G02

SUN- 30/33/35/40/ 50 K-G02
SUN-30/33/35/40/50K-G
SUN-60/70/75/80K-G

Max. Efficiency

String Inverter 97.5%

Zero Export

@v

High Power
Factor

-
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CHU’O'NG TRINH PHAT TRIEN
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IP65
Ingress Protection

@J«

High Surge
Endurance

A BIEN NANG LU'Q'NG MAT TRO'1 AP MAI VA NANG LU’Q’NG TAI TAO

TAI CAC KHU CONG NGHIEP VIET NAM




Max. Efficiency
97.5%

=Y

CAs

RS485/RS232

7 v

Zero Export
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Deyelic v
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@v

1P65
Ingress Protection

0y

INVERTOR

« Single phase application

m

Data I
= m~_Data logger
TS

PV modular Inverter Distribution cabinet

+ Three phase application

-

N

230v 4
— ]

Grid © ﬁ' Q

a——DC = =Intemet

—pC ) Wireless

Export output control—intelligent adjust output power 0-100%, meeting different requirements.

Response speed is within 0.5S

Detection accuracy within 20W

B Split-core current sensor, easy installation

Inverter

PV array

- 'I T')'))

CT

Efficiency
2

PVmodular  Inverter Distribution cabinet Grid *‘
. . Cloud
High Power High Surge APP ————— = PC
Factor Endurance
*System diagram for zero export control diagram of single phase inverter
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Single Phase Single Phase Single Phase Three Phase Three Phase Hybrid Inverter Hybrid Inverter

SUN-1/2/3K-G SUN-3.6/5/6K-G SUN-7.5/8K-G SUN-5/6/7/8/10K-G03 SUN-60/70/75/80K-G 'SUN-3.6/5K-5G01/03LP1-EU SUN-5/6K-SGOTLP1-US SUN-7.6/8K-SGO1LP1-US/EU

L

Three Phase
SUN-12/15/18 K-G03

€3
.“uT-

Three Phase
SUN- 20/ 25 K-G02

- "‘"-

Three Phase
SUN-30/33/35/40/50K-G02

*

Three Phase
SUN-30/33/35/40/50K-G

Cireut block diagram

Efficiency curve
— 0V —50\ — .25V

—_—

0% 0% 0% 6% so%  100%
Load rate
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