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Distribution Board

 Outline Dimension

Type: MG-M18
[Ue] rated operational voltage:    415VAC

100A
50/60Hz

Rated current: 
Rated frequency: 

          IP54;IP65
 Out door/Indoor, Flush mounted

Degree of protection:  
Installation: 
Material:
Board Dimension:  620x430x120 mm 

       Light Gray
  IEC60947-1  IEC60947-2   

Enclosure color: 
Standard: 

Main components

No.of ways:                                18

Metal

Incoming Options:                         Switch-Isolator,RCCB, Direct Connection
Feed:     Top & bottom
Terminals  Capacity:    Switch-Isolator:25mm2

   RCCB:25mm2

Main switch(lsolator)

1.Isolator switch,MHX-100,100A,415VAC(1 Piece)

2.RCCB,MK3L 10A,100mA (3 Pieces)

3.RCCB,MK3L,16A,30mA(3 Pieces)
4.RCCB,MK3L,16A,100mA( 2 Pieces)

5.RCCB,MK3L,20 A, 30mA(8 Pieces)

Product feature

• Metal enclosures
• Flush or surface mounting
• Indoor /outdoor use
• Top and bottom feed
• Aluminum support rail for easy placing of outgoing MCB
• Solutions with tailor made distribution boards to meet customer requirements.
•Protection against the indirect and direct contact electricity.
•Protection against the earth leakage by the insulation fault of equipments.
•Protection again the human electricity contacts or electricity net current leakage.
• More than 100 combinations.

6.RCCB,MK3L,32A,30mA(2 Pieces)

Note* It could be customized by request.
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Note* It could be customized by request.

     Air conditioning, Pump...)
 100A;63A 

    230V/400VAC
 IP65
4, 6, 9,12,18, 4,36

      Top and Bottom
Polycarbonate +ABS 
IEC60529 IEC60309

       0°C - 50°C

MDB50-6 

MDB50-9 

MDB50-12

MDB50-18

MDB50-24

MDB50-36

110±1.1

150±1.1

180±1.1

290±1.1

180±1.1

290±1.1

150±1.1

150±1.1

150±1.1

150±1.1

300±1.5

300±2.0

165±0.8

219±0.8

273±0.8

381±0.8

273±0.8

381±0.8

200±0.8

200±0.8

210±1.1

230±1.1

380±1.5

380±1.1

100±1.1

100±1.1

110±1.1

110±1.1

110±1.1

110±1.1

Single

Single

Single

Single

Single

Single

Model A B C E F Remarks

Distribution Board

Main Component

Ordering details

Ways

4

Ordering  No Dimension

9

12

18

24

36

No.Of Pole

Single Pole

1. Miniature circuit breake r3P,63A,Curve C,6kA.(2 Pieces).

2. Miniature circuit breaker, 1P,63A,Curve C,6kA.(2 Pieces).

3. Modular contactor,MCH8-40,2NO,40A(1 Piece)

Outline Dimension

MDB50-6 

MDB50-9 

MDB50-12

MDB50-18

MDB50-24

MDB50-36

165X200X100MM

219X200X100MM

273X210X110MM

381X230X110MM

273X380X110MM

381X380X110MM

Type:

Application ： 

Rated current：       
Rated Voltage：  
Protection Grade：       
No. of  Way：      
Feed：
Material: 
Standard: 
Temperature : 

       MDB50-12

For distribution system (for  Lighting, 
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Note* It could be customized by request.

Type：
Application ： 

  MDB30-24
 For distribution system ( for Lighting, 

     Air conditioning, Pump...)
63A 
 230V/400VAC
 63A

     4, 6, 8, 10, 12, 15,18, 20, 24, 30, 36, 45
6-63A, 6 kA
Bottom
 Enclosure : Metal, Cover : Plastic

Main Breaker：        
Rated Voltage：          

Bus Rating：          
No. of  Way：     
Branch Breaker:        
Feed：
Material: 
Terminals Capacity:   MCB  1-25mm2

B

A F

B

A

A
-

2
0

E

C

B-20(P230-4i
s B-30)

C

Surface Mounted Flush Mounted 

MDB 30-4

MDB 30-6 

MDB 30-8 

MDB 30-10 

MDB 30-12 

MDB 30-15 

MDB 30-18 

MDB 30-20

MDB 30-24 

MDB 30-30 

MDB 30-36 

MDB 30-45

175±1.1

240±1.1

240±1.1

240±1.1

240±1.1

240±1.1

240±1.1

450±2.0

450±2.0

450±2.0

450±2.0

620±2.0

165±1.1

195±1.1

230±1.1

270±1.1

305±1.1

360±1.5

415±2.0

270±1.1

305±1.1

360±1.5

415±2.0

360±1.5

80±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

90±0.8

0

0

0

195±1.1

230±1.1

285±1.5

340±1.1

195±1.1

230±1.1

285±1.1

340±1.1

285±1.5

115±0.8

180±1.1

180±1.1

165±1.1

165±1.1

165±1.1

165±1.1

375±1.1

375±1.1

375±1.1

375±1.1

540±2.0

MDB 30-20 240±1.1  445±2.0  90±0.8  370±1.1  165±1.1  

Single

Single

Single

Single

Single

Single

Double

Double

Double

Double

Triple

Single

Model A B C E F Remarks

Distribution Box

Wiring Diagram and Outline Dimension

Ordering details

Non-conductive

Ways

4

Ordering  No

6

8

10

12

18

20

24

No.Of Pole

Single Pole

MDB30-4

MDB30-6

MDB30-8

MDB30-10

MDB30-12

MDB30-18

MDB30-20

MDB30-24

Dimension

175x165x80mm

240x195x90mm

240x230x90mm

240x270x90mm

240x305x90mm

240x415x90mm

240x445x90mm

310x420x90mm
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Note* It could be customized by request.

MG-M405C

Pole Top Box For Meter

Technical Specication

Voltage: AC220V,AC380V Rated insulation voltage: 1kV

Mounting Method: Wall mounted Material: Steel

Installation location: Outdoor Protection Grade:

Frequency: 50/60 Hz Dimension (L x W x H):

IP54

500*200*590MM

Main Components

1. DIN mounted split meter,Three phase (1 Piece ).

2. DIN mounted Split meter,Single phase (4 Pieces).

3. Main Circuit Breaker, 3P,63A,Curve C,6kA.(1Piece).

4.Miniature circuit breaker, 1P,63A,Curve C,6kA.(4 Pieces).

5. Phase and neutral bars,( 2 Piece).

6.Terminal Block  (1Piece).

Rated power-frequency 
withstand voltage

3kV

Rated Impulse Withstand Voltage 6kV

Rated short-circuit current 6kA

Rated Voltage 230VAC

Wiring capacity Single phase:10 - 16mm2
Three phase: 25 - 50mm2

7. Surge Protective Device,20-40kA,3P,385V.(1Pieces).

8. Cable glands1, 0 - 16mm2 (4 Pieces),25 - 50mm2(1 Pieces).

Option
Option1:with SPD
Option2:without SPD

Pole Top Box For Meter

Outline Dimension

500mm
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Note* It could be customized by request.

Distribution Board

Type: MG-M408C
[Ue] rated operational voltage:    415VAC
Breaking capacity: 10kA
Rated current: 100A
Rated frequency:
Protection type:

         50/60Hz
overload protection, short-circuit protection

      IP54
 Top and bottom Out door, 

       Flush mounted

Steel
 500x600x180mm 

        Light Gray
IEC60947-1  IEC60947-2 

Product feature

Rated impulse withstand voltage:   6kV 

Degree of protection:  
Feed:
Installation: 

Material:
Board Dimension:

Enclosure color: 
Standard: 

Main Components

1. MCCB, MMC100F-100A,100A,triple pole (1 Piece).

2.Miniature circuit breaker,MK7-63, C32 single pole (9 Pieces).

4.Phase and neutral bars( 2 Pieces)

3.Miniature circuit breaker,MK7-63, C25 single pole (9 Pieces).
 

•Flush mounting
•Outdoor/outdoor use
•Top and bottom feed
•With copper connection kits for all incoming options
•Solutions with tailor made distribution boards to meet customer requirements.
•More than 100 combinations.etail
Auto-Circle Timer Control Box

Type: MTS-63
Rated Current: 63A
Rated Voltage: 230VAC
Function: Set the power automatic on/off  and repeat cycle
Time range: 0.1S-99H
Feed: Bottom
Installation: Wall mounted
Material: Metal
Enclosure color: Light Gray       
Dimension:

Main Components

1.Modular contactor,MCH8-63,63A,230VAC,2NO(1 Piece)

2.RCCB,MK3L,63A,30mA,(1Piece)

250X300X140mm

Auto-Cycle Timer Control Box

3.Time Relay,DH48S-S,220VAC(1 Piece)
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Note* It could be customized by request.

Distribution Board

 Outline Dimension

Type: MG-M407C
[Ue] rated operational voltage:    440VAC
Breaking capacity: 18kA
Rated current: 100A
Rated frequency: 50/60Hz
Protection type: overload protection, short-circuit protection
Rated impulse withstand voltage:   6kV
Degree of protection: IP54
Gland Plates: Removable gland plates top and bottom
Installation: Out door, wall mounted
Material:
Board Dimension:

Steel 
400x400x140 mm 

Main components:                       1.MCCB, Single Pole, 100A (3 Pieces).
2.Phase and neutral bars (1 Piece)
Light Gray
IEC60947-1  IEC60947-2   

Enclosure color: 
Standard: 

400mm

4
0

0

m
m

53mm

N

•Flush and surface mounting
•Outdoor use
•Top and bottom feed
•With Removable gland plates top and bottom
•With copper connection kits for all incoming options
•Solutions with tailor made distribution boards to meet customer requirements other than standards ones.
•More than 100 combinations.
•Generous wiring space. Easy fit of incomer devices,

Product feature

Ordering detail

Rated current Type NO. Dimension

100A MG-M407C-100 400X400X140mm

160A MG-M407C-160 400X400X140mm

250A MG-M407C-250 400X400X140mm
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Mechanical Specication (Fusible)

Disconnect & Safety Switches

Designed for residential or light commercial application where duty is not severe 60℃ and 75℃ conductor 
rating. Spring-reinforced fuse clips are suitable for class H,K or R fuses-assure reliable contact and cool 
operation.
Diest-drive, quick-make, quick-break machanism ensures long life and positive ON/OFF indication.
Suitable for using as service entrance equipment when installed in accordance with nation electrical code. 
Removable insterior and ample gutter space make installation and wiring quick and easy.
Straight-through wiring and multiple knockouts speed installation.
Padlocking device allows for added security.

Schematic

Diagram
Model

Indoor

or

Outdoor

Main

Ampere

Rating

Horsepower Ratings

240V DC

NEC

Standard

Time

Delay 125V 250V

1-PH 2-PH 1-PH 3-PH

Fusible

2 Pole，120/240 and 240VAC.250VDC(30-100A Only) Three-wire 

SN,240VAC

MHS1-30S-I Indoor 30 1.5 3 3 7.5 2 5

MHS1-60S-I Indoor 60 3 7.5 10 15 3 10

MHS1-30S-O Outdoor 30 1.5 3 3 7.5 2 5

MHS1-60S-O Outdoor 60 3 7.5 10 15 3 10

3 Pole,240VAC

MHS1-30T-I Indoor 30 1.5 3 3 7.5 5

MHS1-60T-I Indoor 60 3 7.5 10 15 3 10

MHS1-30T-O Outdoor 30 1.5 3 3 7.5 5

MHS1-30T-O Outdoor 60 3 7.5 10 15 3 10

Four-Wire SN,208/120 AND 240VAC

MHS1-30T-I Indoor 30 1.5 3 3 7.5 5

MHS1-60T-I Indoor 60 3 7.5 10 15 3 10

MHS1-30T-O Outdoor 30 1.5 3 3 7.5 5

MHS1-30T-O Outdoor 60 3 7.5 10 15 3 10

N
E

U
T

N
E

U
T



No Fuse

2pole,240VAC(use 3P switch for 2P application):250VDC(30-60A Only) 3P,240VAC or 

2P with switching neutral

MHS1-30T-I-N Indoor 30 1.5 3 3 7.5 5

MHS1-60T-I-N Indoor 60 3 7.5 10 15 3 10

MHS1-30T-O-N Outdoor 30 1.5 3 3 7.5 5

MHS1-30T-O-N Outdoor 60 3 7.5 10 15 3 10

Schematic

Diagram
Model

Indoor

Or

Outdoor

Main

Ampere

Rating

Horsepower Ratings

240V DC

NEC

Standard

Time

Delay 125V 250V

1-PH 2-PH 1-PH 3-PH

Mechanical Specication (NON-Fusible)

Disconnect & Safety Switches

Designed for residential or light commercial application where duty is not severe 60℃ and 75℃ conductor 
rating. Spring-reinforced fuse clips are suitable for class H,K or R fuses-assure reliable contact and cool 
operation.
Diest-drive, quick-make, quick-break machanism ensures long life and positive ON/OFF indication.
Suitable for using as service entrance equipment when installed in accordance with nation electrical code. 
Removable insterior and ample gutter space make installation and wiring quick and easy.
Straight-through wiring and multiple knockouts speed installation.
Padlocking device allows for added security.
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Type Current(Amp) Voltage(V) No.of pole

Rotary Isolating Switch

Technical data

Outline Dimension

UKP Series
Standard:IEC60947-3,AS/NZS 3947
Rated voltage:250VAC/500VAC
Rated frequency:50/60Hz
Utilization Category:AC22A
Protection Grade:IP66

Rated operational current

M66SW110 10 250 10 8 8 1

M66SW115 15 250 10 10 10 1

M66SW120  20 250 20 20 20 1

M66SW215  15 500 10 10 10 2

M66SW220  20 500 20  20 20 2

M66SW232  32 500 32  32  20 2

M66SW240  40 500 40  40  25 2

M66SW250  50 500 50  50  25 2

M66SW263  63 500 63  63  25 2

M66SW315  15 500 10  10  10 3

M66SW320  20 500 20  20  20 3

M66SW332  32 500 32   32  20 3

M66SW240  40 500 40  40  25  3

M66SW250  50 500 50  50  25 3

M66SW263  63 500 63  63  25 3

1
0
0

100

94

9
4

84.6

8
4
.6

1
0
0

104
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Type Current(Amp) Voltage(V) No.of pole

Waterproof Isolator

Technical data

Outline Dimension

Approvals:SAA,CB,CE
Standard:AS/NZS3947.3,IEC/EN60947-3 
Fix Neutral and Earth bars included
Dual 25mm screwed conduit entries on top and bottom
Utilization category：AC22A/AC23A
IP66 Rating on all models
Number of pole：1/2/3/4 Poles
Rated Voltage：250V~(1P)/500~(2P,3P,4P)
Rated Frequency：50/60Hz
IP Protection：IP66

   MIS120 20 250

  MIS135 35 250 

  MIS163  63 250 

  MIS220  20 500 

  MIS235  35 500
   MIS263   63 500 

  MIS320  20 500
   MIS335  35 500 

  MIS363  63 500
   MIS420  20 500 

  MIS435  35 500 

  MIS463  63 500 

1

Qty/Ctn(pcs)

20

1 20

1 20

2 20

2 20

2 20

3 20

3 20

3 20

4 20

4 20

4 20

1
7
3
m

m

1
2
6
m

m

51mm

83mm

1
7
3
m

m

1
2
6
m

m

51mm

83mm

1
7
3
m

m

1
2
6
m

m

51mm

83mm

1
7
3
m

m

1
2
6
m

m

51mm

83mm

1 2 3 4
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